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Auf dieser Seite finden Sie die benétigten Einstellungen
in “Calibration Settings“ und “Arbitrary Calibration* fiir
die Reflektions (S11/S22) und Transmissions (S21/S12)
Kalibrierung.

-Bitte beachten Sie die allgemeinen Richtlinien, die auf
Seite 1 beschrieben sind, sie sind ebenfalls giiltig fiir die
Arbitrary Calibration.

-In der Arbitrary Calibration konnen komplexere Infor-
mationen eingegeben werden fiir Open, Short und Thru
Kalibrierungsstandards, wie z.B. kann ein Delay einge-
geben werden fiir den Load und fiir alle Kalibrierungs-
standards eine Formel, die die frequenzabhangigen
Parameter beschreibt.

-Als Beispiel genannt, ist der Ausdruck fiir den weibl.
Load, die folgende Formel Y=0.02+i*w*50e-15. Das
Load hat eine parasitdare Kapazitit von 50fF parallel zu
50 Ohm. Es ist iiblich, sie als Y-Parameter anzugeben.
0.02 entspricht 1/50 des Widerstandes und die Admit-
tanz des Kondensators ist i*w*50e-15. i ist das Gleiche
wie j, was aussagt, es handelt sich um imagindre Kom-
ponente, w entspricht 2*pi*freq und 50e-15 ist die
Kapazitat von 50 fF. Bitte beachten Sie, dass Sie aus-
gemessene Loads verwenden (4 Punkt Messung).
Wenn Sie es nicht wissen, benutzen Sie 0.02 und es
wird innerhalb von 1% sein.
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Fiir den Schutz der
D:Q%Jsps VNWA TX, RX Ports

Female Calibration Kit (VHF)

Male Calibration Kit (VHF)

General Settings  Abitrary SOLT Model Settings I SOLT Simulation Setlingsl Special Settings | Measurement Simu\aliunl
CHPER) sHORT | L0AD | THRU | Low Loss C |

=~ 1

S normalized to 50 Ohms, impedances in Ohms, admittances in 5, press CR to compile

Delay = I- 103.2 ps  =» aoneway electrical length = -10.836 mm

General Settings  Arbitrary SOLT Model Settings I SOLT Simulation Settingsl Special Setlingsl Measurement Simulationl
OPEN { L04D | THRU | Low LossC |

Dl

=-|[-1
S nomalized to 50 Ohms, impedances in Ohms, admittances in 5, press CR to compile
Delay = -138.4 ps  =» oneway electical length = =14.532 mm

General Settings  Arbitrary SO0LT Model Settings I SOLT Simulation Setlingsl Special Setlingsl easurement Simulatinnl
OPEN | SHORT ] | THRU | LowLoss |

Y =] [0.0200+i*w*50e-15

S normalized to 50 Ohms, impedances in Ohms, admittances in 5, press CR to compile

Delay = -50 ps

=> one way electical length = -5250 mm

General Settings  Arbitrary SOLT Model Settings I SOLT Simulation Settingsl Special Setlingsl Measurement Simulationl
OPEN | SHORT | LOAD LowLoss C |
-
S21=812={1 Val
$11=522= 0

S normalized to 50 Ohms, press CR to compile

Transmission Delay = | §4 54 ps

=» electicallergth= 10.823 mm
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General Settings  Arbitrany SOLT Model Settings | SOLT Simulation Settings | Special Settings | Measurement Simulation
HORT | LOAD | THRU | Low Loss C |

5 normalized to 50 Ohms. impedances in Ohme, admittances in 5. presz CR to compile

Delay =

| -2.7 ps

=» one way electical length= -0.283 mm

5 normalized to B0 Ohms, impedances in Ohms, admittances in 5. press CR to compile

Delay =

[34.48 &

=3 ohe way electical length =-3.620 mm

General Settings  Abitrany SOLT Model Settings | SOLT Sirulation Settings | Special Settings | Measurement Simulation

OPEN | SHORT

| THRU | Low Less |

|Y = ~][0.0200+i*w*95e-15

5 normalized to 50 Ohms, impedances in Ohms, admittances in 5, press CH to compile

Delay =

[-15 ps

=» one way electical lenath = =1.575 mm

General Settings  Abitrany SOLT Model Settings | SOLT Sirulation Settings | Special Settings | Measurement Simulation

OPEN | SHORT | LOAD

Low Lass C I

S21=512=1

val

$11=522=0

5 normalized to 50 Ohms, press CR to compile

Transmiszion Delay = |781 [

=> electiicallength= 16.401 mm
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